
IDAHO TRANSPORTATION DEPARTMENT
COMMERCIAL VEHICLE BY LANE REPORT – From2002 Permanent Weigh-In-Motion Data

District 1 - Samuels - US95 - 1 Mi. N. of Pack River Bridge
Wednesday 1 May Thru Friday 31 May 2002

Total Commercial Traffic - All Lanes Included

Commercial Vehicle Direction of Travel

North Bound South Bound

Commercial Vehicle Type
Lane
Count

Lane
%

Average
GVW

Lane
Count

Lane
%

Average
GVW

Total
Count Type %

Average
GVW

SNGL UNIT TRK:  2 axles 1300 13.35 14092 1656 16.02 14233 2956 14.73 14171

SNGL UNIT TRK:  3 axles 1211 12.44 31484 1187 11.49 32696 2398 11.95 32084

SNGL UNIT TRK:  4 axles or more 84 0.86 46875 104 1.01 52666 188 0.94 50079

TRK w/SNGL TRLR:  4 axles or less 455 4.67 28944 458 4.43 25690 913 4.55 27312

TRK w/SNGL TRLR:  5 axles 3549 36.45 52142 3431 33.20 62226 6980 34.78 57099

TRK w/SNGL TRLR:  6 axles 1616 16.60 43568 964 9.33 71932 2580 12.85 54166

TRK w/SNGL TRLR:  7 axles or more 934 9.59 76337 1852 17.92 94777 2786 13.88 88595

TRK w/2 TRLRS:  5 axles or less 26 0.27 59512 28 0.27 52039 54 0.27 55637

TRK w/2 TRLRS:  6 axles 70 0.72 58403 80 0.77 54761 150 0.75 56461

TRK w/2 TRLRS:  7 axles 347 3.56 85665 354 3.43 75871 701 3.49 80719

TRK w/2 TRLRS:  8 axles or more 121 1.24 73394 196 1.90 97212 317 1.58 88121

TRK w/3 TRLRS:  7 axles 13 0.13 80308 16 0.15 55725 29 0.14 66745

TRK w/3 TRLRS:  8 axles or more 11 0.11 98709 8 0.08 80463 19 0.09 91026

Total Commercial by Lane 9737 48.51 45875 10334 51.49 57216 20071 100.00 51714

Total Commercial by Direction 9737 48.51 45875 10334 51.49 57216
                 


